Sakrete® Commercial Sand (available in Coarse, Medium and Fine grades) is a washed, dried and graded silica sand designed for a wide variety of applications where a specialty sand is required.

**IT IS NOT TO BE USED FOR SAND BLASTING.**

**Use For:**
- Specialty cement mixes
- Epoxy systems
- Floor leveling
- Landscaping projects
- Pool filters
- Bunker sand
- Synthetic turf infill

**Coverage:**
50 lb (22.6 kg) bag yields approximately 6 ft² at 1" (25 mm) deep

**Technical Data:**

<table>
<thead>
<tr>
<th>Grade of Sand</th>
<th>Sieve Size:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fine</td>
<td>30 - 70 (.6 - .2 mm)</td>
</tr>
<tr>
<td>Medium</td>
<td>20 - 50 (.8 - .3 mm)</td>
</tr>
<tr>
<td>Coarse</td>
<td>12 - 30 (1.7 - .6 mm)</td>
</tr>
</tbody>
</table>

NOTE: When using Commercial Sand as a pool filter sand, follow pool filter manufacturers guidelines for the proper sand gradation.

DIVISION 32
Aggregate – 32 15 00

NOTE: Proper application and installation of all Sakrete products are the responsibility of the end user.

**Safety:**

**WARNING!**

**AVOID BREATHING DUST. CONTAINS CRYSTALLINE SILICA.**

Prolonged exposure to crystalline silica is known to cause lung cancer or delayed lung injury, including silicosis. Take measures to eliminate or control dust. For prolonged exposure to dust, wear a respirator approved for protection against crystalline dust. **DO NOT USE FOR SAND BLASTING.**

**California Proposition 65** - This product contains Crystalline Silica, Quartz a chemical known to the state of California to cause cancer birth defects or other reproductive harm.