**Color:**
Gray

**Preparation/Application:**
1. Remove all loose concrete from the repair area by chipping with hammer and chisel. For a successful project, proper preparation is required.
2. Air, mix and substrate temperatures should be a minimum of 40ºF (10ºC).
3. Surfaces to be repaired must be sound and clean. Remove all loose and foreign matter and any material such as sealers, paints, oil, tree sap or glues that will interfere with bonding.
4. Smooth surfaces should be roughened to assure a good mechanical bond.
5. Dampen concrete surface just prior to applying Fast Setting Cement Patcher.

**Placement:**
For an enhanced bond mix a small amount of Fast Set Cement Patcher to a wet soupy consistency and smear (using a gloved hand) or brush the material onto the surface to be repaired working the mix into the crack. For a superior bond use Sakrete Bonder & Fortifier. Allow to dry for a few minutes before continuing. Then mix material to the proper consistency and following mixing instructions.

**Concrete Repair:**
Place and consolidate the mix. Work into voids and level with a trowel. Do not overwork as this may lead to dusting or cracking.

**Chipped or Broken Concrete Edges:**
- Allow mixed material to stiffen to a putty-like consistency.
- Using a rubber gloved hand, force the material into place overfilling the void.
- Mold, trim and smooth using a trowel. Using one trowel as a temporary form and a second trowel to finish the surface provides an easier neater repair.

**Finishing:**
No additional troweling or finishing required. If a broom finish is desired, brush with a soft bristle broom pulling in one direction.

**Chipped or Broken Concrete Edges:**
- Allow mixed material to stiffen to a putty-like consistency.
- Using a rubber gloved hand, force the material into place overfilling the void.
- Mold, trim and smooth using a trowel. Using one trowel as a temporary form and a second trowel to finish the surface provides an easier neater repair.

**Mixing:**
Mix only the amount of material that can be placed in 5 minutes
- Add approximately half the water (see table for water amount) to an empty pail, then add material and mix. Add additional water as needed but AVOID A SOUPY MIX.
- When mixing less than the entire bag or pail, mix 4 parts material with 1 part water or enough to achieve a workable mix. Excess water reduces strength and durability and can cause cracking, dusting or scaling.
- For improved bond replace 1/4 of the recommended water with the Sakrete Bonder & Fortifier.
- For improved mixing, mix in a 5 gallon pail using a power drill and a mortar or paint mixing paddle. Add half of the required water to the empty pail, then add material and mix. Add the remainder of water as needed.
**Curing:**
Curing is not required when using Fast Setting Cement Patcher to repair small cracks. When using Fast Setting Cement Patcher to surface coat a large area, follow instructions below.

1. Proper curing is critical for sound results. Curing means maintaining proper moisture and temperature. The material must be kept continuously moist for several days.
2. Covering the material with plastic is a practical way to help retain moisture. Place plastic after material has set.
3. If surface begins to appear dry remove the plastic moisten the surface and replace the plastic.
4. New repaired areas can be opened to foot traffic in 4 hours and vehicular traffic in 24 hours.
5. Keep from freezing for 24 hours.

**Precautions:**
Air, mix and substrate temperatures should be between 40°F (4.5°C) and 90°F (32°C) and no rain in the forecast within 24 hours of application. For applications outside this range of temperatures and conditions, contact Sakrete Technical Service.

- Colder temperatures or higher humidity conditions will retard set times
- Use only clean mixing container and tools
- Do not over trowel
- Do not overwater
- Do not add any materials other than clean water or Sakrete Bonder and Fortifier.

**Safety:**
READ and UNDERSTAND the Safety Data Sheet (SDS) before using this product. WARNING: Wear protective clothing and equipment. For emergency information, call CHEMTREC at 800-424-9300 or 703-527-3887 (outside USA). KEEP OUT OF REACH OF CHILDREN.

**Limited Product Warranty:**
The manufacturer warrants that this product shall be of merchantable quality when used or applied in accordance with the manufacturer’s instructions. This product is not warranted as suitable for any purpose other than the general purpose for which it is intended. This warranty runs for one (1) year from the dates the product is purchased. ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ON THIS PRODUCT IS LIMITED TO THE DURATION OF THIS WARRANTY. Liability under this warranty is limited to replacement or defective products or, at the manufacturer’s option, refund of the purchase price. CONSEQUENTIAL AND INCIDENTAL DAMAGES ARE NOT RECOVERABLE UNDER THIS WARRANTY.