**WARNING!**
**AVOID BREATHING DUST. CONTAINS CRYSTALLINE SILICA.**
Prolonged exposure to crystalline silica is known to cause lung cancer or delayed lung injury, including silicosis. Take measures to eliminate or control dust. For prolonged exposure to dust, wear a respirator approved for protection against crystalline dust.

**California Proposition 65** - This product contains Crystalline Silica, Quartz a chemical known to the state of California to cause cancer birth defects or other reproductive harm.

**Limited Product Warranty:**
The manufacturer warrants that this product shall be of merchantable quality when used or applied in accordance with the manufacturer's instructions. This product is not warranted as suitable for any purpose other than the general purpose for which it is intended. This warranty runs for one (1) year from the dates the product is purchased. ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ON THIS PRODUCT IS LIMITED TO THE DURATION OF THIS WARRANTY. Liability under this warranty is limited to replacement or defective products or, at the manufacturer's option, refund of the purchase price. CONSEQUENTIAL AND INCIDENTAL DAMAGES ARE NOT RECOVERABLE UNDER THIS WARRANTY.

**Use For:**
- Specialty mortar mixes (when used with masonry cement or portland lime combination)
- Landscaping projects
- Cat litter boxes
- Ice and snow traction
- Erosion control
- Base material for pavers and stepping stones

**SAKRETE MASON SAND IS NOT TO BE USED AS A BLASTING SAND**

**Yield:**

<table>
<thead>
<tr>
<th>Bag Size</th>
<th>Yield/Coverage</th>
</tr>
</thead>
<tbody>
<tr>
<td>50 lb</td>
<td>Bag yields approximately .6 ft³ (0.017 m³)</td>
</tr>
<tr>
<td>80 lb</td>
<td>Bag yields approximately .8 ft³ (0.022 m³)</td>
</tr>
</tbody>
</table>

**Technical Data:**
**DIVISION 32**
**Aggregate – 32 15 00**

When mixing with masonry cement, hydrated lime or portland lime cement to make a mortar mix in accordance with ASTM C270.

**Preparation/Placement:**
- For use in field mortar mix applications requiring a high quality sand.
- Place in accordance with ASTM C926 or ASTM C1063 for cement based plaster applications.

**Safety:**
READ and UNDERSTAND the Safety Data Sheet (SDS) before using this product. WARNING: Wear protective clothing and equipment. For emergency information, call CHEMTREC at 800-424-9300 or 703-527-3887 (outside USA). KEEP OUT OF REACH OF CHILDREN.